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Preliminary Test Results

	Test pressure = 43.5 psi
	Injector No.

	
	1
	2
	3
	4
	5
	6
	7
	8

	Test 1. Injector Resistance
	2.2
	2.2
	0
	0
	0
	0
	0
	0

	Test 2. Leak Down Test (Pass / Fail)
	P
	F
	
	
	
	
	
	

	Test 3. Spray Pattern (Good / Fair / Poor)
	F
	F
	
	
	
	
	
	

	Test 4. 30 Second Pulsed Flow Delivery (mL)
	86
	87
	0
	0
	0
	0
	0
	0

	Test 5. 100mL Pulsed Volume
	99
	100
	0
	0
	0
	0
	0
	0

	Test 6. 10 Second Static Flow (mL)
	132
	137
	0
	0
	0
	0
	0
	0

	Test 7. 100mL Static Flow
	96
	100
	0
	0
	0
	0
	0
	0


Test Results After Service

	Test pressure = 43.5 psi
	Injector No.

	
	1
	2
	3
	4
	5
	6
	7
	8

	Test 1. Leak Down Test (Pass / Fail)
	P
	P
	
	
	
	
	
	

	Test 2. Spray Pattern (Good / Fair / Poor)
	G
	G
	
	
	
	
	
	

	Test 3. 30 Second Pulsed Flow Delivery (mL)
	90
	93
	0
	0
	0
	0
	0
	0

	Test 4. 100mL Pulsed Volume
	97
	100
	0
	0
	0
	0
	0
	0

	Test 5. 10 Second Static Flow (mL)
	136
	141
	0
	0
	0
	0
	0
	0

	Test 6. 100mL Static Flow
	97
	100
	0
	0
	0
	0
	0
	0

	Approximate pound-per-hour flow
	69.79
	72.35
	0
	0
	0
	0
	0
	0


Parts Replaced

	Pintle Caps
	Seals
	O-Rings
	Screens
	Hoses
	Clips

	2
	4
	2
	2
	0
	0
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