The dashpot on my car was fried, at one point I drilled out the fill valve and refilled the stock one and that worked for about a year. But it slowly leaked out and went flat again. The replacement from Ray, $95.00

So I ordered a mini-shock from Master-Carr. There are two that look like they would work. One has adjustable dampaning and is about $50.00 and the other is not adjustable for about $35.00. I got the adjustable one. McMaster-Carr part #3691K11v.

No it's not a perfect replacement, they are threaded 12x1mm and the bracket is 12x1.25mm I just ran a tap through the bracket. And they are only rated for 175F so we will see how it does over time.
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Abrading & Polishing
Buiding & Grounds Threaded-Body Shock Absorbers
Electrical & Lighiing Self-Adjusting Shock Absorbers.
Fabricating 8 Inch etric-
Fastening & Joining C—— A Energy  Maimum  Stoke Extend. Comp. Bumper Bumper
Fi & Cap. in-ibs. Cycles permin. Lg. (A) Lg. () Lg.(C) Dia.(D) Material Each
eting 0 oas Dy —stamess Sool - °
Flow & Level Control e’ 2,000 10 i 525" 17-4PHSS -
Fumiture & Storage: Standard 5000 0 r 8 174PHSS -
Hand Tools * Does not have  bumper. D) dimension s fod .
= Forloutoad high-speed use.
Hardware 1 For high-oad low-speed use.
Heating & Cooing ¥ Includes fwo hex jam nuts. Piston rod is chrome.plated steel.
Lubricating

Material Handiing

Measuring & Inspecting
Office Supplies & Signs.
Pipe, Tubing, Hose & Fitings
Plumbing & Janitorial

Power Transmission
Pressure & Temperature Control
Puling & Lifting

Raw Materials

Safety Supplies

‘Sawing & Cutting

Sealing

‘Shipping

‘Suspending

Adjustable Shock Absorbers

‘oxide finish and a chrome-plated steel piston rod, unless noted.

[ Aknob lets you adjust how much deceleraton and cushion these shock absorbers will provide. Al ave a steel body with biack-
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Heavy Duty

‘Standard—Temperature range is 14° to 176" F. Come with two hex jam nuts.
Heavy Duty—More rugged construction withstands higher impact with shorter stroke lengths. Temperature range is 32° o 150° F.

Inch Metric
Energy  Maimum  Stoke Extend. Comp. Bumper Bumper Thread Thread
Cap. in.ibs. Cycles permin. Lg.(A) L. (B) Lg.(C) Dia.(D) Material _Size (E) Each Sie ) Eacn
Standard with Four_Position Incremental Adjustment
57 60 05 433 377 047 Urethane e 6528K21  S17592 .
60 3 08 508 428 071 Urethane 7ei4  6528K22 16996 -
s T 602 502 087 Uethane 12 6528K23 19758 -
Heavy Duty with Variable Adjustment
E) 04 331 201 03 Steel 20  374Kila 6804  M12x1  [3691K11n| $60.49
Product Detal °
Meric Hoavy-Duty Adjustable Shock Each
Absorber, Variable Adustable, 35 Inch Ibs, 4"
Stroke, M12 x 1 Thiead 0D 70 oROER
In stock
w 2% 05 367 3T 047 Nyon  wie-8 I74KDL 8275 Miax15 3691kl 8275
50 5 05 435 385 05 Unethane w16 3742240 8302 =
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